SPRINKLER STANDS DILUTORS / SPRAYERS

METAL SLED BASE
Made from coated steel complete
with a riser
Supplied complete with a quick
coupling to connect to any Geka
type fitting. 68-25-15 - comes with
aT connection
68-25-10| 34" |30cm | 17.20
68-25-05| 'n" |30cm | 17.20
68-25-15] 34" [30cm | 18.60

MINI DILUTORS

Catalogue ! Press |Flow Rate| Dosage | Price
COBRA SPRINKLER BASE No | Model| Size riy| Mobe | % | £
9VAILADIO | ADIO| 421L 35 |03-23 |50:1-100:1| 47.10
9VAILAD2L | AD2L| 72L 35 |0.3-23 |50:1-100:1| 53.90
9VAILAD2H | AD2H| 7.2L 35 [ I.1-68 [50:1 -100:1 | 53.90
9VAILAD30 | AD3 | 70L 35 [03-34 200:1 91.40
INJECTORS
DOSATRON INJECTORS
Made from heavy duty steel tube,
powder coated in dark green.
Coiled construction of the base means | 68-50-10| /4" |30cm| 12.30
it should not tilt or tip over.
PLASTIC SLED BASE
Supplied with 'Quick’ bayonet
connector & 3/4"M capped outlet
68-00-30 | 'W'F | 595 ]
Catalogue Connections | Flow Rate | Dosage | Price
No Model | njet  Outlet |  Mhr | in%
9XDOSDI 16 |DI - 16| 3/4'M | 3#'M | 0.01 -2.5 | 0.2- 1.6 | 283.40
METAL SPIKE BASE 9XDOSD8RO| D8R 50mm PE 0.01 -8.0 | 0.2-2.0 | 69855
9XDOSD20R | D20R 63mm PE 1.0-20.0 | 0.2-2.0 |1445.60
68-00-16] 'W'F | 225 9XDOSD30S | D30S | 2'M | 2"F | 8.0-300 [0.25- 1.25/1422.90
Supplied with 'Quick’ bayonet
[ connector
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Catalogue Connections | Flow Rate | Dosage | Price
No Model | jlet  Outlet | M/hr in % £
9XDOSD45 |D45RE |'/4"M| I'4&'M | 0.1-45 |02-15 | 46l.10
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PRESSURE VESSELS

PRESSURE VESSELS — SPARE MEMBRANES
For pressurisation of
pipelines in pumped
systems.

Galvanised vessels with
replaceable butyl

membranes.

Catalogue No Model Conversion Price £ Catalogue No Model Price £
75-05-25 25L Vertical |” 25.70 75-15-25 25L Vertical 14.70
75-05-60 60L Vertical I” 94.20 75-15-60 60L Vertical 43.50
75-05100 | 00L Vertical I” 160.20 75-15100 100L Vertical 63.50
75-05200 200L Vertical I'n” 269.80 75-15200 200L Vertical 116.00
75-05300 300L Vertical ['n” 32430 75-15300 300L Vertical 167.80
75-05500 500L Vertical ['n” 552.10 75-15500 500L Vertical 287.40
75-06-20 20L Horizontal I” 28.90 75-16-20 20L Horizontal 12.80
75-06-60 60L Horizontal I” 97.60 75-16-60 60L Horizontal 37.10
75-06100 100L Horizontal |” 163.70 75-16100 100L Horizontal 59.30

PRESSURE SWITCH BRAIDED HOSE _seesii s S

Catalogue No Model Price £ Catalogue No Length Price £
75-25-15 5 Bar 12.20 72-30-60 60 cm 15.30
75-25-55 12 Bar 14.80 72-30-80 80 cm 16.90

72-30100 100 cm 18.50

PRESSURE GAUGES

Glycerine filled 63mm (2'/2"dia) Pressure Gauges
Stainless steel case, brass internals

50mm (2"dia) Pressure Gauges
ABS case, brass internals
Bottom entry

Bottom entry
/4" BSP tapered thread

/4" BSP parallel thread

Cat,a\}ggue T Pr)i{ce Catﬁllggue Range Pr)i{ce
76-05-02 | 0 -2 BAR (30psi) 76-10-04| 0- 4 BAR (60 psi)
76-05-04| 0- 4 BAR ( 60 ps) 76:10-07| 0-7BAR (100psi) |
76-05-07| 0-7BAR (100psi) | 9.0 76-10-11 0 - 11 BAR (160psi)
76-05-11| 0- 11 BAR (160psi) 76-10-14] 0 - 14 BAR (200psi)

76-05-14| 0- 14 BAR (200psi)
76-50-00 | Needle for Pressure Gauge| 11.00

Catalogue Price
Nog Range f
76-10-10 | Plastic Pressure 2.20
Check Point
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ELECTRIC PUMPS

BOOSTAMATIC RANGE

Features of this fully automatic pump include:

® Easy to install

2 @ Pump/control. Swivel joint to help installation.
0 AN @ Fully automated - no switch setting necessary.
Ty New @ No maintenance

2 S . @ A built-in ‘no water’ safety cut out.

T1o = @ No pulsating when operating.

Compact size

FLOW RATE - L.P.M The submersible Boostamatic option, with control module remotely

= located in a dry position, is ideal for irrigation or water supply
‘“ applications where the pump can be located in a well or pond for
o instance.
g: Ik JOVERY Sets are factory assembled and tested and pre-wired.
| [ AN (Except the Boostamatic Diver 3 and 4)
3 NN Al feature run-dry protection and Re-set button.
b overs N | sz
215 . .
2, AN Using the very latest in pressure/flow control technology, the Stuart
5 AN Boostamatic range has been designed to provide a pressurised
b \w water system for installations where mains water pressure is
FLOW RATE - L.P.M. inadequate or not available.
Catalogue Max Water Full Load Connection Price
No et Bl S 1D Temperature AMP Suction Delivery £
72-12-29 BOOSTAMATIC 330 29 L/min 24M 65°C 1.6 Gl Gl 231.00
72-12-34 BOOSTAMATIC 500 34 L/min 42M 65°C 24 Gl Gl 240.00
72-12-44 BOOSTAMATIC 600 44 L/min 50M 65°C 39 Gl Gl 281.00
72-12-00 BOOSTAMATIC 92 100 L/min 30M 65°C 3.7 Gl Gl 320.00
72-12-20 BOOSTAMATIC 192 120 L/min 33M 65°C 5.2 Gl Gl 350.00
72-12-80 BOOSTAMATIC DIVER 3 80 L/min 35M 350C 3.7 - Gl 300.00
72-12-85 BOOSTAMATIC DIVER 4 85 L/min 42M 359C 4.2 - Gl 322.00
All models suitable for 230/1/50 supply only
SUBMERSIBLE PUMPS
— The two types of Stuart Submersible pumps all feature durable
9 construction, comprising of engineering plastic case and motor
- ; encapsulated in stainless steel.
E T Y Clean Water (Supersub)
g . \ \\ Capable of handling water with a built-in strainer and the factory
2 ‘ Y * N fitted option of a Float Switch, the clean water submersibles can
\ \ be used for a variety of uses from water transfer to tank emptying.
S e o\ , | High Head (Diver)

FLOVRATE - LP M. Available in two models, the high head pumps are capable of

producing pressures of up to 3.6 and 4.2 bar respectively. These
« very handy pressures make these units particularly well suited for

RS Quens vehicle washing, supplying well water or lawn sprinklers for instance.
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FLOW RATE - L.P.M.

Catogue Model Max Flow MaxHD | Tl | P Connection e

72500-14 SUPERSUB 450 145 L/min 6M 35°C 1.2 Gl'la 87.00

72521-09 DIVER 3 90 L/min 35M 35°C 3.7 Gl 190.00

72522-10 DIVER 4 95 L/min 42M 35°C 42 Gl 212.00
All models suitable for 230/250 supply A = Complete with Float Switch
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ELECTRIC PUMPS

CENTRIFUGAL PUMPS % Stuart pumps have an enviable reputation
o) for engineering quality and performance
across a wide range of industries. Stuart
25 . .
E“ w2 Centrifugal pumps are ideal for general
[t purpose applications such as water supply
3 t \\ and pressure boosting where a continuous
] p g
2 [~~~ 254 . . .
S0 flow of water is required.The range is
. [T o \\ L constructed from stainless steel, brass
\\ N[ N | and durable engineering plastics to provide
%20 4 85 8 160 120 ho 160 180 2 an unbeatable combination of corrosion
FLOW RATE - L.P.M. . . .
resistance, long life and low noise.
Catalogue Max Water Full Load Connection Price
No ek SR HliD Temperature AMP Suction Delivery
72C00-08 K9 135 L/min 10M 80°C 1.3 Gl | Gl 155.00
SELF PRIMING CENTRIFUGAL PUMPS
- 2 A rugged and simple design, the X201 Self
18 Priming Centrifugal pump is ideal for
16 general purpose applications such as water
E: 201 transfer, pressure boosting, garden watering
T N\ or where lowering the water level is
3 N required. The X201 is capable of priming
2 \\ to a depth of 6 metres or flows up to 200
T N lit/min with a flooded suction, offering a
2 N good all round performance.
At E 100 150 0 0
FLOW RATE - L.P.M.
Catalogue Max Water Full Load Connection Price
No ek R s Temperature AMP Suction Delivery
72P00-22 X201 220 L/min 18M 50°C 4.1 Gl'/a Gl 237.00
FLOAT SWITCH

The Stuart Float Switch is designed for simple, reliable control of pumps, depending on the level of the liquid, with
motors up to '/2 hp or larger if using the F1 20/8 Float Switch or through a contactor starter.

The Float Switch can be used for either emptying a sump, by assembling the float on the left hand side, or alternatively
filling a sump by switching the float to the right hand side of the arm.

Catalogue
No

72200-10

72200-20

Model

Fl 20/8
F2 6/3

Type Max Voltage
Single Pole 250VAC
Double Pole 250VAC

Current Rating Price
Resistive Inductive
20A 8A 19.50
6A 3A 22.50
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